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FFiirree  CChhiieeff’’ss  GGeenneerraall  OOrrddeerr  
 

NUMBER:  14-23 
    October 29, 2014 

 
TO:  All MCFRS Personnel 

FROM: Fire Chief Steven E. Lohr  
 

SUBJECT:   Scott Protégé ZM CO Monitor 
 
 
The Scott Protégé Monitor will be placed on the aid bag of all Ambulances, BLS 
Engines, Rescue Squads and Trucks.  It will be attached to the red bag on all 
AFRAs and Medic Units.  These monitors will be maintained by the SCBA shop 
similar to all other gas meters.   
 
The monitor has the following features: 
 

• The monitor is passive and designed to be in the “on position” at all 
times.  It will operate for two years before needing to have the battery 
changed (not field serviceable).    

• The monitor will display PPM of CO at all times.  The normal state 
would be for it to display “0”.   

• If the monitor detects a low level of CO (between 35 to 200 ppm), the 
unit will flash, beep and vibrate slowly, once every second. 

• If the monitor detects a high level of CO (over 200 ppm), the unit will 
flash, beep and vibrate quickly twice a second.     

 
Personnel should review the on-line training at Detector Training.  This training is 
supported by MCFRS IT Tech Training. 
 
A Youtube video of the Green Bay FD experience on single gas CO meters can 
be found here 
 
For further information contact AC Maurice Witt or BC Alan Butsch or email 
Fire.METERShop@montgomerycountymd.gov. 
 
 
 

http://www.youtube.com/watch?v=ZUGLT0hZVcM&list=FLbrq0oFGrMziqF9aBOrILMw&feature=c4-overview-vl
https://www.mcfrsit.com/trackingdetectors/

